
FUNCTION
The XP95 Switch Monitor with Isolator is designed to 
monitor the state of one or more single pole, volt-free 
contacts con nect ed on a single pair of cables and to 
report the status to Apollo com pat i ble control 
equip ment.

FEATURES
The Switch Monitor provides four input states to the 
control equipment: ‘Normal’, ‘Fault’, ‘Pre-alarm’ and 
‘Alarm’.  These are derived from the switched resistive 
values shown in the table over leaf. The Switch Monitor 
has a red LED to indicate an alarm and two yellow LEDs 
to indicate a switch input wiring fault or a loop 
short-circuit wiring fault.

The Switch Monitor is fi tted with a bi-directional short-
circuit isolator and will be unaffected by a single short-
circuit on either loop input or output.

ELECTRICAL CONSIDERATIONS
The XP95 Switch Monitor is loop powered and 
op er ates at 17–28V DC with protocol voltage puls es of 
5–9V. It is de signed to accept a max i mum line 
resistance of 50Ω.  The end-of-line re sis tor required is 
20kΩ.

PROTOCOL COMPATIBILITY
The Switch Monitor operates only with control 
equip ment using the Apollo XP95 or Discovery 
protocol.

MECHANICAL CONSTRUCTION
The Switch Monitor is supplied with a back box for 
sur face mounting and is intended for indoor use only.

Three LEDs, one red and two yellow, are visible 
through the front cover of the enclosure.

The red LED can be illuminated under CIE control in the 
event of an alarm being detected.

One yellow LED is illuminated in the event of a fault 
condition being detected in the monitoring circuit and 
cannot be controlled by the CIE.

The other LED is illuminated whenever the built-in 
isolator has sensed a short-circuit loop fault.

Dimensions and  weight of Switch Monitor 
(sur face mount):
150 x 90 x 48mm  240g
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Technical Data
Loop operating voltage  17V DC
Maximum loop operating voltage  28V DC

Maximum current consumption at 24V
 switch-on surge, max 150ms  3.5mA
 quiescent, 20kΩ EOL fi tted 1.25mA
 LED off, switch input closed  1.5mA
 LED on, switch input closed  3.5mA
 LED on, switch input s/c  3.6mA

Maximum continuous current 1A
Maximum switching current 3A 
On resistance 0.2Ω

Switch input monitoring voltage 9–11V DC
Maximum cable resistance 50Ω
Operating temperature  –20°C to +70°C
Humidity (no condensation) 0–95%RH
Shock 
Vibration  to GEI 1-052
Impact 
IP rating 54

marked

EMC DIRECTIVE 89/336/EEC
The XP95 Switch Monitor with isolator complies 
with the essential re quire ments of the EMC directive 
89/336/EEC, provided that it is used as de scribed in 
this PIN sheet.

A copy of the Dec la ra tion of Con form i ty is avail a ble 
from Apollo on request.

Conformity of the XP95 Switch Monitor with isolator 
with the EMC directive does not confer com pli ance 
with the directive on any apparatus or systems 
con nect ed to it.
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